MORTAR JOINT
DOWEL

1/8" X 4" BUTYL SEALANT TAPE See Detail 105

2 PLY,PLASHING:

Ld.

2 ply
V—1
Alternate Termination

SEALANT AND BACKER

ROD (BY OTHERS)
2 or 3 plies of LAURENCO
PROTECTION BOARD

2 plies sheet 9”7 wide
for flashing

2 plies BUTYL SEALANT
TAPE (3/8" X 47)
adhered in adhesive

REINFORCED WEAR
SLAB—SEE NOTE*
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SEALANT and BACKER ROD (BY OTHERS)
300 SERIES STAINLESS STEEL COUNTER FLASHING.

300 SERIES STAINLESS STEEL
TERMINATION BAR.

LAURENCO RUBBERIZED
FLASHING COATING TROWEL
GRADE MASTIC

LAURENCO PROTECTION BOARD
1 LB. DENSITY, 2'X4’
POLYSTYRENE BEAD BOARD
OR AS SPECIED.

2 PLY V-1 SPEC.

NOT TO SCALE

LAURENCO
PROTECTION

COURSE ‘)
——— iy

CLEFT IN PLACE FORM,

BOARD (PLYWOOD)
LAURENCO PPC_

PROTECTION COURSE 3
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NON—REINFORCED MUD
MAT

2 or 3 plies LAURENCO WATERPROOFING
SHEET with ADHESIVE. Do not top
coat ply to protection board.

LAURENCO WATERPROOFING™©
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COMPACTED FILL: 95% min.J

compaction (Proctor) or more,
depending on engineering requirements.

\{

219

CONTAMINATED WATER and/or SEISMIC FOOTER




