2 PLIES W/P
AS A PROTECTIVE
FLASHING.

Y
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LAURENCO —
RUBBERIZED ..

STYROFOAM BACKER 1™
LONGER THAN WIDTH OF ..~
JOINT (60 psi FROM DOW . {
OR FOAMULAR)“

-9

LAURENCO PMMA SYSTEM APPLIED
4” MIN. ONTO PROPERLY PREPARED
SUBSTRATE AND 4" ONTO LAURENCO
WATERPROOFING SYSTEM.

NEOPRENE SPONGE RUBBER (1 1/2 X
WIDTH OF THE JOINT) INSERT COMPRESSED BULH.
USE ADHESIVE COATING ON SIDE OF SLOT
TO SLIDE COMPRESSED BULB INTO PLACE.

LAURENCO PROTECTION
COURSE FULLY EMBEDED
IN LAURENCO ADHESIVE

< 17 TO 2 1/4” —

\

<— 10”
/:,_'2
.. PLACED INTO JOINT ADHERED

LAURENCO WATERPROOFING™®©

A DIVISION OF FBC CHEMICAL CORPORATION
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NOT TO SCALE

,~. OF JOINT AND

a 7 )
-2

WIDE LOOP

PLIES W/P 2"
IN ADHESIVE—BOTH FACES
PLIES.

a

NOTE: 2/3 OF BULB MUST

BE POSITIONED IN SLOT. ONLY
1/3 MAX—1/4 MIN OF BULB
SHOULD BE ABOVE THE SURFACE
OF THE CONCRETE.

4001

TYPICAL VERTICAL TO WALL EXPANSION JOINT-1"TO 2-1/2”




