FLASHINGS ARE
EXPANDED TO

SHOW DETAIL

LAURENCO SPC OR PCC PROTECTION SHEET IN LAURENCO ADHESIVE,
APPLY AT A MIN. RATE OF 2 GALLONS PER 100 SQ. FT.

TOP COAT OF LAURENCO PMMA RESIN
* TOTAL LAURENCO PMMA SYSTEM
MUST BE AT LEAST 90 MIL THICKNESS.
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LAURENCO PMMA PRIMER OVER oo 5

THE LAURENCO SHEET. :

| PROPERLY PREPARE CONCRETE DECK

BASE COAT OF LAURENCO PMMA RESIN - . 'FOR LAURENQO PMMA APPLICATION

LAURENCO PMMA FLEECE —

NOTES:

1. LAURENCO PMMA SYSTEM CONSISTS OF PMMA PRIMER, PMMA BASE COAT, RE-ENFORCING FABRIC & PMMA TOP COAT.

2. LAURENCO PMMA SYSTEM THICKNESS MINIMUM IS 90 MIL. (0.090").

3. CONCRETE & WOOD SUBSTRATES REQUIRE PRIMING WITH LAURENCO PMMA PRIMER. STEEL/ALUMINUM MUCH BE A "WHITE METAL SURFACE"
4. ALL LAURENCO PMMA PRODUCTS REQUIRE CATALIZATION WITH LAURENCO CATALYER.
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