NOTE: 2 PLIES LAURENCO WATERPROOFING
SHEET FOLDED FOR FLASHING
4" THROUGH THE CORNER WITHE THE FIRST PLY.
5" THROUGH THE CORNER WITH THE SECOND PLY.

CONCRETE WALL

2 PLIES LAURENCO
FIELD SHEETS— placed
through the corner a
min. of 4.

9” WIDE CAP SHEET
FOLDED IN HALF INTO
CORNER (4 1/2”and

\ 4.1/27)
1”7 X 2° X 4, POLYSTYRENE INTERIOR VERTICAL CORNER

BEAD BOARD — 1 LB. DENSITY FLASHING AND WATERPROOFING
OR EXTRUDED POLYSTYRENE ASSEMBLY

PLIES LAURENCO
FIELD SHEETS- placed
through the corner a min. 4"

/ CONCRETE WALL
: : 2 PLIES LAURENCO WATERPROOFING

SHEET FOLDED FOR FLASHING
4” THROUGH THE CORNER WITHE THE FIRST PLY.

1" X 2 X 4, POLYSTYRENE
/BEAD BOARD — 1 LB.
DENSITY OR EXTRUDED

POLYSTYRENE.

EXTERIOR VERTICAL CORNER

NOTE: Adhesive to FLASHING and WATERPROOFING

be applied with a ASSEMBLY
6” squeegee.
\/ \/ \/9” WIDE FLASHING CAP
45" 45" _ SHEET FOLDED IN HALF
ONTO CORNER (4 1/2”
4 1/2")
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