1/8” X 4" BUTYL SEALANT
TAPE ADHERED IN ADHESIVE

NOTE #1: BUTYL SEALANT TAPE ALLOWS FOR A
DIVORCEMENT BETWEEN THE METAL AND
THE ROOFING/WATERPROOFING FLASHING

SEE NOTE #1. MATERIALS. THIS PERMITS THE METAL
FLASHING TO MOVE INDEPENDENTLY WITH—
OUT DRAINAGE TO THE FLASHINGS.
METAL EDGE STRIP FASTEN WITH SCREWS THROUGH BUTYL SEALANT TAPE
TO WOOD NAILER.
2 PLIES LAURENCO WATERPROOFING SHEET
2X6 WOOD NAILER; COATED ALL 6 SIDES WITH ADHESIVE
+ 4” THICK BUTYL SEALANT TAPE APPLIED CONTINUOUSLY
— BELOW WOOD NAILER.
TOP COATED WITH LAURENCO RUBBERIZED FLASHING COATING TROWEL
GRADE OR NEOLUMINUM (2—1/2 GAL./1OO SQ. I—‘I’.) OR IAURENCO
PMMA.
2 PLIES LAURENCO WATERPROOFING SHEET UNDER NAILER
EXTRUDED POLYSTYRENE (60 PSI) WITH OVERBURDEN AS SPECIFIED.
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LAURENCOJ \2 PLIES LAURENCO SHEET
PROTECTION COURSE AND ADHESIVE
ROOF SLAB
EOTECH BLANKET
NOTE #2: WHEN EXTRUDED INSULATION IS NOR SPECIFIED/REQUIRED SLACES UNDER
LAURENCO GRANULAR CAP SHEET IN LAURENCO PAVERS. GRAVEL
ADHESIVE TO THE WATERPROOFING SHEET OR CONCRETE.
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(2 GALS./100 SQ. FT.) MINIMUM.
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