NOTE: LAURENCO PMMA LIQUID FLASHING MEMBRANE MAY BE UTILIZED IN LIEU OF FIELD

STEP #1 — MEASURE ST
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WRAPPING WATERPROOFING SHEETS.
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EEL DIMENSIONS STEP #4 — FOLD ALONG THE BLUE

LINES
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STEP #5 — FOLD AGAIN ALONG THE
BLUE LINES

STEP #2 — CUT LAURENCO WATERPROOFING
SHEET TO SIZE — DO THIS 4X.
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COAT THESE EARS
WITH ADHESIVE

STEP #3 — CUT ALONG THE GREEN

\

LINES TO THE PROPER
DIMENSIONS SHOWN.

DO THIS 4X.
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STEP #6 — COAT H—COLUMN WITH
ADHESIVE 67 HIGH. COAT THE HORIZONTAL
WITH ADHESIVE. INSERT THE SHEET AS
SHOWN. FOLD ALONG BLUE LINES AROUND
THE FLANGE OF THE COLUMN. TOP COAT
WITH THE ADHESIVE.

REPEAT ON OTHER SIDE; TWO PLIES.

LAURENCO WATERPROOFINGm™e®

A DIVISION OF FBC CHEMICAL CORPORATION
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NOT TO SCALE 5206

BASIC FLASHING OF H-COLUMNS STEP 1-6




