2 PLIES OF 9 INCH WIDTH STAGGERED
OVER THE NEW TO EXISTING MATERIAL

TRANSITION. ~ALL THE WAY AROUND
THE NEW PENETRATION.

SPIRAL WRAP WITH 1/8" X 2"
BUTYL SEALANT TAPE OR
COAT WITH TROWEL GRADE ADHESIVE

1 PLY TARGET PATCH —

SEE STEPS 5 & 6\

AN
—2 PLIES W/P
SHEET AS

—/i}f FLASHING
2 PLIES — '
FIELD W/P X EPS

PROTECTION BOARD

DETAIL 3
PIPE PENETRATION

NOTE:

1. COMPLETE THE INSTALLATION OF THE FLASHINGS FIRST.
2. CUT ALL FIELD PLIES AND
PROTECTION BOARD TO FIT TIGHTLY
AROUND ENTIRE PERIMETER OF EACH
PENETRATION.
NOTE 2: PENETRATIONS SPACING SHALL BE IN COMPLIANCE
WITH THE NRCA WATERPROOFING MANUAL
AND DETAILS SPECIFICALLY NRCA DETAIL WP—-33

\ LAURENCO WATERPROOFING™®

A DVISION OF FBC CHEMICAL CORPORATION
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PATCH IN NEW ROUND PENETRATIONS ONTO EXISTING SYSTEM




