NOTES:

1. EMBED ALL PLIES IN EVEN ADHESIVE APPLICATIONS.

2. OVERLAP BOX CUTS AT BASE OF CORNER.

3. EXTEND ALL BASE FLASHING WATERPROOFING PLIES TO FULL HEIGHT OF FLASHING OR WALL. FOLD AND LAP BASE OF

4. EXPOSED LAURENCO MEMBRANE FLASHING REQUIRES A LAURENCO APPROVED UV PROTECTION LAYER. WALL FLASHING PLIES

5. LAURENCO PMMA LIQUID FLASHING MAY BE UTILIZED IN LIEU OF MEMBRANE FLASHING PLIES.
CONTACT LAURENCO TECHNICAL DEPARTMENT FOR SPECIFIG REQUIREMENTS AND DETAILS.
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AT PLYWOOD DECKS PROVIDE LAURENCO TWO PLY WATERPROOFING

1/8IN. x 2 IN. BUTYL TAPE CENTER LAURENCO TWO PLY BASE / WALL FLASHING
IN ANGLE BEFORE INSTALLING LAURENCO TWO PLY FOOTER WATERPROOFING (E) OR NEW CONCRETE
FOOTER PLIES SUBSTRATE

\ LAURENCO WATERPROOFING™®©

A DIVISION OF FBC CHEMICAL CORPORATION

NOT TO SCALE 6007

INSIDE CORNER FLASHING ISOMETRIC (AT BASE)




