LAURENCO SPC OR PCC PROTECTION SHEET ADHESIVE;
APPLY AT A MIN. RATE OF 2 GALLONS PER 100 SQ. FT.

TOP COAT OF LAURENCO PMMA RESIN
* TOTAL LAURENCO PMMA SYSTEM
MUST BE AT LEAST 90 MIL THICKNESS.

LAURENCO PMMA PRIMER OVER
PREPARED CONCRETE SURFACE
& LAURENCO CRACK TREATMENT
DETAIL

PROPERLY PREPARE CONCRETE DECK 2

FOR LAURENCO PMMA APPLICATION
LAURENCO PMMA FLEECE.

BASE COAT OF LAURENCO
PMMA RESIN.

A

APPLY A 6 INCH WIDE STRIP OF LAURENCO SHEET IN LAURENCO
ADHESIVE OVER THE TROWEL GRADE. DO NOT TOP COAT.

A FILL CRACK WITH LAURENCO TROWEL GRADE ADHESIVE.

CRACK IN DECK. LESS THAN 1/8" WIDE.

CONCRETE DECK (BY OTHERS)

NOTES:
1. LAURENCO WATERPROOFING PRODUCTS ARE ACCEPTABLE FOR ZERO SLOPE, DEAD FLAT, INSTALLATIONS.

CHECK LOCAL BUILDING CODES REGARDING SLOPE REQUIREMENTS PRIOR TO INSTALLATION
OF WATERPROOFING MATERIALS.

LAURENCO SPC OR PCC PROTECTION SHEET ADHESIVE,
APPLY AT A MIN. RATE OF 2 GALLONS PER 100 SQ. FT.

LAURENCO PMIMA PRIMER OVER TOP COAT OF LAURENCO PMMA RESIN
PREPARED CONCRETE SURFACE “TOTAL LAURENCO PMMA SYSTEM
& LAURENCO CRACK TREATMENT
ETAIL MUST BE AT LEAST 90 MIL THICKNESS. :
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PMMA CRACK IN CONCRETE DECK DETAIL




